
SAP ABAP table /SAPCND/T681M {Condition Type - Cond. Change System}

_SAPCND_T681M

MANDT [CLNT (3)]

KAPPL [CHAR (3)]

KVEWE [CHAR (2)]

KOTABNR [CHAR (8)]

KSCHL [CHAR (4)]

LOGSYS [CHAR (10)]

_SAPCND_T681

KAPPL [CHAR (3)]

KVEWE [CHAR (2)]

KOTABNR [CHAR (8)]

AS4LOCAL [CHAR (1)]

 /SAPCND/T681M-KOTABNR = /SAPCND/T681-KVEWE 
0..N

0..N

_SAPCND_T685

MANDT [CLNT (3)]

KAPPL [CHAR (3)]

KVEWE [CHAR (2)]

KSCHL [CHAR (4)]

 /SAPCND/T681M-KAPPL = /SAPCND/T685-KAPPL 
0..N

0..N  /SAPCND/T681M-KSCHL = /SAPCND/T685-KSCHL 
0..N

0..N  /SAPCND/T681M-KVEWE = /SAPCND/T685-KVEWE 0..N
0..N

T000

MANDT [CLNT (3)]

 /SAPCND/T681M-MANDT = T000-MANDT 

0..N

0..N

TBDLS

LOGSYS [CHAR (10)]

 /SAPCND/T681M-LOGSYS = TBDLS-LOGSYS 

0..N

0..N


