
SAP ABAP table BAPI_RE_APPORT_RULE_DAT {Apportionment Rule - Data}

BAPI_RE_APPORT_RULE_DAT

SETTLEMENT_VARIANT [CHAR (4)]

APPORTIONMENT_PURPOSE [CHAR (3)]

MEASUREMENT [CHAR (4)]

REG_LOC_KEY_HEAT_DAYS [CHAR (10)]

SETTL_UNIT_OBJECT_TYPE [CHAR (2)]

SUM_EQUIV_NUMBER_UNIT [UNIT (3)]

SETTL_UNIT_REST_OBJ_TYPE [CHAR (2)]

FUEL_TYPE [NUMC (2)]

T006

MANDT [CLNT (3)]

MSEHI [UNIT (3)]

 BAPI_RE_APPORT_RULE_DAT-SUM_EQUIV_NUMBER_UNIT = T006-MSEHI 

0..N

1

TBO00

OBART [CHAR (2)]

 BAPI_RE_APPORT_RULE_DAT-SETTL_UNIT_OBJECT_TYPE = TBO00-OBART 
0..N

1  BAPI_RE_APPORT_RULE_DAT-SETTL_UNIT_REST_OBJ_TYPE = TBO00-OBART 0..N

1

TIA01

MANDT [CLNT (3)]

ABRVAR [CHAR (4)]

 BAPI_RE_APPORT_RULE_DAT-SETTLEMENT_VARIANT = TIA01-ABRVAR 
0..N

1

TIV54

MANDT [CLNT (3)]

KBRART [NUMC (2)]

 BAPI_RE_APPORT_RULE_DAT-FUEL_TYPE = TIV54-KBRART 

0..N

1

TIVA2

MANDT [CLNT (3)]

ETHSL [CHAR (10)]

 BAPI_RE_APPORT_RULE_DAT-REG_LOC_KEY_HEAT_DAYS = TIVA2-ETHSL 

0..N

1

TIVBDMEAS

MANDT [CLNT (3)]

MEAS [CHAR (4)]

 BAPI_RE_APPORT_RULE_DAT-MEASUREMENT = TIVBDMEAS-MEAS 

0..N

1

TIVSCPURPOSE

PURPOSE [CHAR (3)]

 BAPI_RE_APPORT_RULE_DAT-APPORTIONMENT_PURPOSE = TIVSCPURPOSE-PURPOSE 

0..N

1


