
SAP ABAP table ISU_DEV_EGER_DEVICE {IS-U Display Structure for Serial Number Selection (Device)}

ISU_DEV_EGER_DEVICE

BGLART [CHAR (2)]

UMBAUGR [CHAR (2)]

PARAMETR [CHAR (8)]

PLOMBE [CHAR (2)]

ORDER_CODE [CHAR (4)]

NOTIF_CODE [CHAR (4)]

GERWECHS [CHAR (2)]

TE359

MANDT [CLNT (3)]

BGLART [CHAR (2)]

 ISU_DEV_EGER_DEVICE-BGLART = TE359-BGLART 
0..N

{0,1}

TE401

MANDT [CLNT (3)]

GERWECHS [CHAR (2)]

 ISU_DEV_EGER_DEVICE-GERWECHS = TE401-GERWECHS 
0..N

{0,1}

TE791

MANDT [CLNT (3)]

UMBAUGR [CHAR (2)]
 ISU_DEV_EGER_DEVICE-UMBAUGR = TE791-UMBAUGR 

0..N

{0,1}
TE927

MANDT [CLNT (3)]

PARAMETR [CHAR (8)]

 ISU_DEV_EGER_DEVICE-PARAMETR = TE927-PARAMETR 
0..N{0,1}

TE937

MANDT [CLNT (3)]

PLOMBE [CHAR (2)]

 ISU_DEV_EGER_DEVICE-PLOMBE = TE937-PLOMBE 

0..N

{0,1}

TENOCODES

MANDT [CLNT (3)]

NOTIF_CODE [CHAR (4)]

 ISU_DEV_EGER_DEVICE-NOTIF_CODE = TENOCODES-NOTIF_CODE 

0..N

{0,1}

TEWOCODES

MANDT [CLNT (3)]

ORDER_CODE [CHAR (4)]

 ISU_DEV_EGER_DEVICE-ORDER_CODE = TEWOCODES-ORDER_CODE 

0..N

{0,1}


